
 

 
 

INFO LIST – TĚSNÍCÍ PRODUKTY PRO VERTIKÁLNÍ TĚSNĚNÍ 

Těsnící materiály se vyrábějí z pružných nebo alespoň do malé míry deformovatelných materiálů, 

které se používají k utěsnění vnitřního prostoru štětovnicových zámků a tím významně snížit 

vodopropustnost ocelových zámků. Globálně osvědčené tmely zámkových spojů (viz níže) lze 

aplikovat na všechny typy za tepla válcovaných nebo za studena tvářených ocelových profilů 

v jakémkoli podnebí. Těsnící materiál lze použít k dočasným i k trvalým štětovým konstrukcím 

(konstrukce ve vodním hospodářství, odvodňování, základy pro betonové konstrukce aj.). 

U těsnícího materiálu BIGUMA®-Lock a WADIT lze aplikaci provádět celoročně do venkovní teploty  
-5°C. Aplikaci těsnění materiálem Siro 88 nabízíme pouze v letních měsících. 

Tmel BIGUMA®-Lock  
Bitumenový za horka aplikovaný tmel (směs bitumenu, polymerů, organických a anorganických 
složek) s přídavkem změkčujících přísad pro těsnění zámků ocelových štětovnic. Velmi snadno se 
aplikuje a vyznačuje se vysokou přilnavostí. Tmelené ocelové profily mohou být používány ihned po 
vychladnutí (cca 1 hodinu po nanesení tmelu). 
V případě, že venkovní teploty klesnou pod 0 °C (min -5 °C), je nutné do směsi přidat BIGUMA®-

Additiv W. Jedná se o speciální kapalné aditivum ke zlepšení plasticity a flexibility těsnící hmoty tak, 

aby i za teplot pod 0 °C byla zajištěna bezproblémová instalace těsněných zámků ocelových 

štětovnic. 

Pokud si zákazník objednává těsněné štětovnice v létě a ví, že tyto těsněné štětovnice bude 
instalovat až v zimě, tak by měl požádat o přidání aditiva BIGUMA®-LOCK Additiv W do tmelu 
BIGUMA®-Lock. 
Bezpečnostní certifikát: www.DGA.de 
 
Tmel WADIT  
Těsnící hmota získaná z přírodních materiálů. Zajišťuje bezpečné spojení i za extrémních podmínek, 
jako je působení tlaku vody, ledu, zeminy. Aplikovaný tmel na ocelovém povrchu si zachovává své 
vlastnosti i při denních teplotách kolem 50 °C. Běžně používané těsnící materiály tvrdnou již při 
teplotě okolo 10°C, zatímco Wadit si zachovává pružnost i při teplotě vody 5 až 7 °C. To znamená, že 
při instalaci ocelových profilů nemůže ze zámků vypadnout žádný tmel a nedochází tak k průsakům 
vody. WADIT je celosvětově osvědčený těsnicí materiál používaný u všech typů ocelových profilů v 
jakémkoli podnebí (tropickém až arktickém).Wadit je netoxický, mezinárodně laboratorně 
testovaný a certifikovaný pro bezpečné použití v oblastech spodních, povrchových vod a je možné 
ho použít i v oblastech zdrojů pitné vody.  
Bezpečnostní certifikát: www.wadit.com 

Technická data Biguma Lock Wadit 

hustota při 25 °C (g/cm3) 1,1 - 

aplikační teplota 160 °C 130-170 °C 

bod vzplanutí > 230 °C > 200 °C 

spotřeba / 1 m zámků 250-450 g/m 250-350 g/m 

bod tání / bod tuhnutí >80 °C - 

vodotěsnost - 5 bar 

barva černá červenohnědá 

 

http://www.dga.de/
http://www.wadit.com/


 

 
 

INFO SHEET - SEALING PRODUCTS FOR VERTICAL SEALING  

Sealing materials are made from flexible or at least slightly deformable materials, which are used to 

seal the inner space of sheet pile locks and thereby significantly reduce the water permeability of 

steel locks. Globally proven joint sealants for steel locks (see below) can be applied to all types of 

hot-rolled or cold-formed steel sections in any climate. The sealing material can be used for 

temporary as well as permanent sheet pile constructions (structures in water management, 

drainage, foundations for concrete structures, etc.). 

The sealing material BIGUMA®-Lock and WADIT can be applied all year round, up to outside 

temperatures -5 °C. We only offer Siro 88 sealing application in the summer months. 

BIGUMA®-Lock sealant 

Hot applied bituminous sealant (mixture of bitumen, polymers, organic and inorganic components) 
with the addition of softening additives for sealing the interlocks of steel sheet piles. It is very easy 
to apply and has high adhesion. Sealed steel profiles can be used immediately after cooling (approx. 
1 hour after applying the sealant). 
If the outside temperature drops below 0°C (min -5°C), it is necessary to add BIGUMA®-Additive W 
to the mixture. It is a special liquid additive to improve the plasticity and flexibility of the sealing 
material so that, even at temperatures below 0°C, a smooth installation of the sealed locks of steel 
sheet piles. 
If the customer orders sealed sheet piles in the summer and knows that he will install these 
sealed sheet piles only in the winter, he should request the addition of BIGUMA®-LOCK Additive 
W to the BIGUMA®-Lock sealant. 

Security certificate: www.DGA.de 
 
WADIT sealant 
Sealant obtained from natural materials. It ensures a safe connection even under extreme 
conditions, such as the action of water, ice, and earth pressure. The applied sealant on the steel 
surface retains its properties even at daytime temperatures of around 50 °C. Commonly used 
sealing materials harden already at a temperature of around 10°C, while WADIT maintains flexibility 
even at a water temperature of 5 to 7°C. This means that during the installation of steel profiles, no 
sealant can fall out of the locks and water leaks do not occur. WADIT is a globally proven sealing 
material used for all types of steel sections in any climate (tropical to arctic). WADIT is non-toxic, 
internationally laboratory tested and certified for safe use in areas of groundwater, surface water 
and can also be used in areas of drinking water sources. 

Security certificate: www.wadit.com  

Technical data Biguma Lock Wadit 

density at 25 °C (g/cm3) 1,1 - 

application temperature 160 °C 130-170 °C 

flash point > 230 °C > 200 °C 

consumption / 1 m interlocks 250-450 g/m 250-350 g/m 

melting point / freezing point >80 °C - 

watertightness - 5 bar 

color black reddish brown 

 

http://www.dga.de/
http://www.wadit.com/

